
STA200-25.6 W (200Ah 25.6V)
Lithium ion Battery (LiFePO4) 
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Self Discharge per Month <3% Charge Temperature ( 0 to 45)°C
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BATTERY SPECIFICATIONS
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Over Discharge Voltage protectiont Voltage :21.6V Delay Time: 500ms

Temperature Protection
PCB temperature≥95 °C

Recover≤85 °C
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BMS CHARACTERISTICS

ASTON

ASTON



Note 1: Please always refer to the latest edition of our technical manual that published on our website to ensure safe and efficient operation.

Note 2: When make parallel connection, please full discharge batteries, then recharge after parallel connected; when series connect, please

keep batteries with same remain capacity/

Note 3: Parallel connection is only for longer backup time, not for larger output power.

Discharge Time 1h 2h 3h 4h 5h 10h 20h

Cut off voltage (21.6V) --- 100A 66.7A 50A 40A 20A 10A

Discharge Time 1h 2h 3h 4h 5h 10h 20h

Cut off voltage (21.6V) --- 2560W 1706.7W 1280W 1024W 512W 256W

Different DOD Discharge cycle life Curve 0.2C 25°C
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0.5C Voltage 0.5C State of charge

State of Charge Curve (0.5C, 25°C)
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Different Temperature Discharge Curve (0.5C)
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Discharge characteristics (25 °C)


